Air Pollutant Emissions
Electricity Generator

Combustion Source Characteristics

Genset Manufacturer
Genset Model

Engine Manufacturer Cummins
Engine Model QSX15-G9 Nonroad 2 (or equivalent)
Break Horsepower (bhp) 755
Power Generation (kW - prime) 680
Fuel Diesel
Max Hourly Fuel Consumption (gal/hr) 112.0
Heating Value (BTU/gal) 128,000
Heat Input Capacity (BTU/hr) 14,336,000
Toxic Air Pollutants
Emission Factor® Controlled Emissions Limit AAC/AACC
Pollutant (Ib/MMBtu) Emissions (Ib/hr)b (Ib/hr) (ug/m®) model?
Benzene 7.76E-04 6.35E-04 8.0E-04 0.12 no
Toluene 2.81E-04 4.03E-03 2.5E+01 18,750 no
Xylenes 1.93E-04 2.77E-03 2.9E+01 21,750 no
Formadehyde 7.89E-05 6.46E-05 5.1E-04 7.7E-02 no
Acetaldehyde 2.52E-05 2.06E-05 3.0E-03 0.45 no
Acrolein 7.88E-06 1.13E-04 1.7E-02 125 no
Naphthalene 1.30E-04 1.86E-03 3.3E+00 2,500 no
Fluorene 1.28E-05 1.84E-04 1.3E-01 100 no
Benzo(a)pyrene 2.57E-07 2.10E-07 2.0E-06 3.0E-04 no
Total PAH 2.12E-04 1.73E-04 9.1E-05 1.4E-02 yes

Notes:

(a) Emission factors from AP-42 Chapter 3.4, "Large Stationary Diesel and All Stationary Duel-fuel Engines".
(b) Emission rates for pollutants for which AACC apply were reduced due to limited hours of operation of 500 hrs.
(c) Shaded values are AACC for carcinogenic pollutants, unshaded values are AAC for non-carcinogenic pollutants.
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